BROMIC

Operation Manual

Display Chiller
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Thank you for purchasing our product. Please read this
operation manual carefully before operating the product.
Please keep this manual in a safe place for future reference.
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INSTALLATION
1- Select a good location. Place your refrigerator where it is easy to use. Do not tilt more than 45° during transportation.
2- WARNING: 2 door and 3 door chillers are fitted with Bullet Feet to provide stability. It should be adjusted before using and opening

all the doors. Screw down the bullet feet clockwise until it is firmly contact with the floor. Make sure ALL Bullet Feet are firmly
contact with the floor”.
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4- There must be proper air circulation around your refrigerator to keep it operating efficiently. The space between the cabinet
and any wall should be at least 10 cm.
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5- To avoid vibrations, the unit must be level.

6- Install this appliance between 10°C and 32°C. If the temperature around the appliance is too low or high, cooling ability may lessen.

1z
N

7- Unit is tested according to MEPS Standard under Climate Class 3 — which have an Ambient Temperature of 25°C and 60% Rh.

NEXT

1- Clean your refrigerator thoroughly and wipe off all dust accumulated during transportation.

2- Connect the power supply cord (or plug) to the supply outlet. Don’t double up with other appliances on the same supply outlet.
3- Prior to storing food, leave your refrigerator on for 2 or 3 hours to ensure proper cooling. Your refrigerator is now ready for use.
4- The shelving is adjustable in multi-steps. So the shelf spacing can be adjusted to the food stored in the case.

OPERATION

- The digital thermometer is pre-set by factory. Any changes required, please refer to Dixell instruction.



