








⑦When the product will not be used for a long term, please pull out the 
    plug or cut off the power for your safety, otherwise hot cabinet or fire
    may happen. Please take all things in the cabinet out and clean the 
    cabinet. Please open and dry the cabinet to prevent the cabinet from 
    corrosion. Please put the product in a place where children will not
    play. Take measures such as paste materials such as wood and so 
    on between the door and main body of the cabinet to guarantee that
    the door will not closed and seal the cabinet. 
⑧When cleaning and picking filter net of the condenser, please do not 
    touch the fins of the condenser directly with hands, otherwise you 
    may be hurt.
⑨For fluorescent lamp with two plugs, the same fluorescent pipes shall 
    be used when changing the pipes and the changing shall be taken by 
    professional personnel. The power should be cut, that is to say pull 
    the power plug out.
⑩When closing doors with locks, please confirm that nothing besides 
    the stored things is in the cabinet before locking the door, in case chil-
   dren are locked into the cabinet. Please put the key in safe place.
⑪Material of foam layer. Material of foam layer is flammable. Pay atten-
    tion to the warning of “Watch out Fire” on the cabinet.

3. Attentions
①When disposing of this refrigerator,remove the door/door seals and door 

latch so that small children or animals cannot become trapped inside. 
Children should be supervised to ensure that they do out play with the 
appliance.If trapped inside,a child may get hurt or suffocate to death.
If    trapped inside,the child may become injury and suffocate to death.
Cyclopentane is used in the insulation.The gases in the insulation 
material require a special disposal procedure.Please contact your local
 authorities. in regard to the environmentally safe disposal of this 
product. 

②If the product breaks down, food in the cabinet may go bad.
③Please do not take food or containers from freezing chamber when 
   your hands are wet, especially the metal containers, otherwise hurt 
   may be caused.
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    ⑫The external LED  must be replaced by the same kind of LED and 
    replaced by professional staff, and the power cut-off operation is
    required which is remove the power plug.
⑬ Before moving the freezer or the refrigerator ,the cabinet must be 

 emptied.Otherwise,all the consequences will be on your own. 
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3.Method of Application
Please pay attention not to block 
the channel for cool air and guarantee 
that the cool air can cycle smoothly.

Caution label

Rotary Standard Plank

For products with mobile middle 
column, when the door of the 
cabinet is closed, please pay attention 
to the warning label in the mobile middle
 column. If the label is not towards to
 the cabinet, please turn the mobile
 middle column for 90°and the close the
 door.
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When defrosting, the temperature in the cabinet will increase in 
  some degree, which has little effect on the temperature of foods. 
  Therefore, it is not necessary to take the foods in the cabinet out.

When defrosting, the water flowing from the sides of the units will
 be discharged from the accessary exhaust water pipe. If there is
 no outfall near the cabinet, please connect the exhaust water 
 pipe with other pipes and drain the water to the outfall.
During the defrosting or after the defrosting for a short time when
the temperature is the highest, the largest indication or largest 
measurement value of the temperature sensor is -3.2℃.

Plastic joint of water pipe
 nominal diameter 13A(Non-accessory)

Plastic joint of water pipe
 nominal diameter 13A(Non-accessory)
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If the performance becomes bad in the progress of use, please check 
the following items!

VI. General Failure and Inspection 

Not cold at all 

Bad cooling
 effect 

 

Fault
phenomenon Key point for inspection 

 

•Whether power fails or not. 
• Whether the power line plug is inserted in the power
 socket or not. 
• Whether the leakage circuit breaker works or not 
  (under the condition of being installed with leakage
  circuit breaker）.

Too loud
 sound 

 Condensation 
（Outer
 surface）

Cabinet door 
cannot close

• Whether the temperature setting is appropriate or not. 
• Whether the food blocks the cold air outlet and inlet 
  or not. 
• Whether too much food is put in or not.  
• Whether the cabinet door is opened too frequently or 
  open or not.  
• Whether the filter screen of condenser is too dirty or 
  not. 
• Whether the adjustable food contacts with the ground
  or not. 
• Whether the back contacts with the wall or not. 
• Whether the basin or other container falls around or
 not. 
• In the continuous hot weather, condensation may 
  form on the outer surface. The reason is that in the 
  case of high temperature, condensation forms on the
  surface when the moisture in the air contacts with
  cold substance. This is not a failure. When such
  phenomenon occurs, use a dry cloth to wipe clean.

•Whether the cabinet door edge is clamped or not. 
•Whether the product leans forward or not. 



1. Free warranty period：As the product is used as commercial equi-
    pment, warranty period of the complete machine is twelve months
    since the day of installation, acceptance and delivery or the day that 
   the customer begins to use. 
2. If the machine fails by complying with the instructions for use and 
   operative precautions, please dial our toll-free number to report for 
   repair.
3. Within the warranty period, the company provides free repair for the 
    products supplied or products of affiliate enterprise. If it cannot be 
    repaired, new parts shall be timely replaced for free.
4. Within the warranty period, if one of the following circumstances 
    occurs,we will provide pay-needed maintenance.
① Components of the product damage or are lost when the customer
    is responsible for transportation.
② Customers carry, install, operate, transform or conduct maintenance 
     without complying with  the Operation Instruction. 
③ The machine is left unused for a long time during the warranty period 
     so that corrosion, damage, loss, etc. generate
④ Due to customer’s own causes.
⑤ Failure or damage, such as fire, abnormal voltage, flood etc. caused 
     by force majeure. 
⑥ Do not purchase invoice or change and alter invoices without 
     permission. 
⑦ Consumables are not covered by the warranty, such as fluorescent
     lamp, display lamp, starter, battery of temperature display, glass 
     and so on.

V. About After-sale Service

Description

Purchase date and designation

Status of failure

Address, name and TEL number

Interview date

Showed on the nameplate

Recorded in the guarantee

Knowing the detailed about 
the failure
Let targeted person known

Please let we know your 
free time

When request ,please make sure the following items
．．．．．．．．．

．．．．．．．．．

．．．．．．．．．

．．．．

．．．
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IV. Cleaning and Maintenance 

Please keep the refrigerated cabinet clean. 
● Cleaning of cabinet body 
Use a cloth moistened with mild detergent to wipe off the dirt, then use
a cloth moistened with water to wipe, and lastly wipe dry with a dry cloth. 
Do not use cleaning powder, acids, volatile oil, gasoline, thinner, boiled 
water and other substances that can cause material damage.
● Filter screen of condenser 
Remove it 1~2 times every month for cleaning. When it is very dirty, 
please use the neutral detergent to clean. 
1. Firstly dismount the fastening screw when the baffle is open. The filter
   screen can be dismounted by lifting the grilled door. 
2. When the filter screen is dismounted, firstly lift it and then take it out. 
● Condenser
Clean once every half a year according to the sequences as shown 
 below. 
1. Disconnect the power plug from the socket.
2. Hold the under part on two sides with hand and pull forward ,turn a
    little and lift up to remove it.
3. Use the brush to brush from top to bottom, thoroughly brushing the 
    dust. If the condenser filter is removed for cleaning, do not directly
    touch the condenser fin, which may cause injury.

●Door seal 
If continue to use it under the condition that it is stained with lactic acid
 bacteria beverage or seasonings, door edge will be damaged. Do not
 forget to clean the door edge and the surface contacted with edge.
●After the maintenance completes, the following inspection shall be
  made for safety. 
1. Whether the power line plug is completely inserted in the power 
   socket or not. Whether there is abnormal heating phenomenon 
   or not. 
2. 
   
  
   

Grille

Condenser

IF the supply cord is damaged. It must be replaced by the 
manufacturer, its service agent or similarly qualified persons 
in order to avold a hazard.
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